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Key technical specifications

2K EHH kN | 75000 ||DiAZEHIHE kw 212
Max pressing force Installed power in motors

M A8 ER mm | 2450 | RERGHE Lt 2200
Clearance between columns Oil quantity for hydraulic system

RAMEIRE mm | 1340 | TAEEIFREN 16/min
Max filling length Number of cycles up to

LB KT mm 230 RERAEIKEZE (20°C) It | 105/min
Max plunger stroke Qil cooling water (20°C)

SR ERNMITIE mm | 74 ||EVNHNBREE ton 175
Effective ejector stroke Total net weight

BRATE 1 kN 150

Maximum ejector force
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A worldwide network of 80 companies in 30 countries

[EN J CHINESE]

o
S
N
<
o
w
Z
o
<
=
=
o
N
>
[
w
2]

& SAGMI

P K (BhlLEE) BIRAE
FERZEHELUHEEXINLEREZF & XILE> 4l I
MR YRR : 528225
BiE: +86-757-81206111 / 81206100
fEE: +86-757-81206195
Bi#E: info@sacmi.cn
[k : www. sacminanhai. com

SACMI MACHINERY (FOSHAN NANHAI) CO., LTD.

Xingye North Road, North Park of Nanhai Economic Development Zone, Shishan Town
Nanhai District, Foshan City, Guangdong Province, Postal Code 528225, P.R. China
Tel: +86-757-81206111 / 81206100 - Fax: +86-757-81206195
E-mail: info@sacmi.cn - Url: www.sacminanhai.com

SACMI RESERVES THE RIGHT TO MAKE CHANGES WITHOUT NOTICE
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